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§1060.130 What installation instruc-
tions must I give to equipment man-
ufacturers?

(a) If you sell a certified fuel-system
component for someone else to install
in equipment, give the installer in-
structions for installing it consistent
with the requirements of this part.

(b) Make sure the instructions have
the following information:

(1) Include the heading: ‘‘Emission-
related installation instructions”.

(2) State: ‘“‘Failing to follow these in-
structions when installing [IDENTIFY
COMPONENT(S)] in a piece of nonroad
equipment violates federal law (40 CFR
1068.105(b)), subject to fines or other
penalties as described in the Clean Air
Act.”

(3) Describe any limits on the range
of applications needed to ensure that
the component operates consistently
with your application for certification.
For example:

(i) For fuel tanks sold without fuel
caps, you must specify the require-
ments for the fuel cap, such as the al-
lowable materials, thread pattern, how
it must seal, etc. You must also in-
clude instructions to tether the fuel
cap as described in §1060.101(f)(1) if you
do not sell your fuel tanks with teth-
ered fuel caps.

(ii) If your fuel lines do not meet per-
meation standards specified in §1060.102
for EPA Low-Emission Fuel Lines, tell
equipment manufacturers not to in-
stall the fuel lines with Large SI en-
gines that operate on gasoline or an-
other volatile liquid fuel.

(4) Describe instructions for install-
ing components so they will operate
according to design specifications in
your application for certification.
Specify sufficient detail to ensure that
the equipment will meet the applicable
standards when your component is in-
stalled.

(5) If you certify a component with a
family emission limit above the emis-
sion standard, be sure to indicate that
the equipment manufacturer must
have a source of credits to offset the
higher emissions. Also indicate the ap-
plications for which the regulations
allow for compliance using evaporative
emission credits.

§1060.135

(6) Instruct the equipment manufac-
turers that they must comply with the
requirements of §1060.202.

(c) You do not need installation in-
structions for components you install
in your own equipment.

(d) Provide instructions in writing or
in an equivalent format. For example,
you may post instructions on a pub-
licly available Web site for
downloading or printing, provided you
keep a copy of these instructions in
your records. If you do not provide the
instructions in writing, explain in your
application for certification how you
will ensure that each installer is in-
formed of the installation require-
ments.

§1060.135 How must I label and iden-
tify the engines and equipment I
produce?

The labeling requirements of this
section apply for all equipment manu-
facturers and for engine manufacturers
that certify with respect to evapo-
rative emissions. See §1060.137 for the
labeling requirements that apply sepa-
rately for fuel lines, fuel tanks, and
other fuel-system components.

(a) You must affix a permanent and
legible label identifying each engine or
piece of equipment before introducing
it into U.S. commerce. The label must
be—

(1) Attached in one piece so it is not
removable without being destroyed or
defaced.

(2) Secured to a part of the engine or
equipment needed for normal operation
and not normally requiring replace-
ment.

(3) Durable and readable for the
equipment’s entire life.

(4) Written in English.

(5) Readily visible in the final instal-
lation. It may be under a hinged door
or other readily opened cover. It may
not be hidden by any cover attached
with screws or any similar designs. La-
bels on marine vessels (except personal
watercraft) must be visible from the
helm.

(b) If you hold a certificate for your
engine or equipment with respect to
evaporative emissions, the engine or
equipment label specified in paragraph
(a) of this section must—
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